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(b) The facilities shall be kept clean 
and sanitary. Separate toilet facilities 
shall be provided for each sex except 
where toilet rooms will be occupied by 
no more than one person at a time and 
can be locked from the inside. 

§ 56.20009 Tests for explosive dusts. 

Dusts suspected of being explosive 
shall be tested for explosibility. If tests 
prove positive, appropriate control 
measures shall be taken. 

§ 56.20010 Retaining dams. 

If failure of a water or silt retaining 
dam will create a hazard, it shall be of 
substantial construction and inspected 
at regular intervals. 

§ 56.20011 Barricades and warning 
signs. 

Areas where health or safety hazards 
exist that are not immediately obvious 
to employees shall be barricaded, or 
warning signs shall be posted at all ap-
proaches. Warning signs shall be read-
ily visible, legible, and display the na-
ture of the hazard and any protective 
action required. 

§ 56.20013 Waste receptacles. 

Receptacles with covers shall be pro-
vided at suitable locations and used for 
the disposal of waste food and associ-
ated materials. They shall be emptied 
frequently and shall be maintained in a 
clean and sanitary condition. 

§ 56.20014 Prohibited areas for food 
and beverages. 

No person shall be allowed to con-
sume or store food or beverages in a 
toilet room or in any area exposed to a 
toxic material. 

PART 57—SAFETY AND HEALTH 
STANDARDS—UNDERGROUND 
METAL AND NONMETAL MINES 

Subpart A—General 

Sec. 
57.1 Purpose and scope. 
57.2 Definitions. 

PROCEDURES 

57.1000 Notification of commencement of 
operations and closing of mines. 

Subpart B—Ground Control 

57.3000 Definitions. 

SCALING AND SUPPORT—SURFACE AND 
UNDERGROUND 

57.3200 Correction of hazardous conditions. 
57.3201 Location for performing scaling. 
57.3202 Scaling tools. 
57.3203 Rock fixtures. 

SCALING AND SUPPORT—UNDERGROUND ONLY 

57.3360 Ground support use. 

PRECAUTIONS—SURFACE AND UNDERGROUND 

57.3400 Secondary breakage. 
57.3401 Examination of ground conditions. 

PRECAUTIONS—SURFACE ONLY 

57.3430 Activity between machinery or 
equipment and the highwall or bank. 

PRECAUTIONS—UNDERGROUND ONLY 

57.3460 Maintenance between machinery or 
equipment and ribs. 

57.3461 Rock bursts. 

Subpart C—Fire Prevention and Control 

57.4000 Definitions. 
57.4011 Abandoned electric circuits. 
57.4057 Underground trailing cables. 

PROHIBITIONS/PRECAUTIONS/HOUSEKEEPING 

57.4100 Smoking and use of open flames. 
57.4101 Warning signs. 
57.4102 Spillage and leakage. 
57.4103 Fueling internal combustion en-

gines. 
57.4104 Combustible waste. 
57.4130 Surface electric substations and liq-

uid storage facilities. 
57.4131 Surface fan installations and mine 

openings. 
57.4160 Underground electric substations 

and liquid storage facilities. 
57.4161 Use of fire underground. 

FIREFIGHTING EQUIPMENT 

57.4200 General requirements. 
57.4201 Inspection. 
57.4202 Fire hydrants. 
57.4203 Extinguisher recharging or replace-

ment. 
57.4230 Surface self-propelled equipment. 
57.4260 Underground self-propelled equip-

ment. 
57.4261 Shaft-station waterlines. 
57.4262 Underground transformer stations, 

combustible liquid storage and dis-
pensing areas, pump rooms, compressor 
rooms, and hoist rooms. 

57.4263 Underground belt conveyors. 
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